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@ LOCKING WEDGE
GALVANIZED CAST IRON

@ CS LOCKING WEDGE BOLTS
(DAROMET THICKNESS
8-10UM, HOT DIP
GALVANIZATION 30-40UM)

® PLASTIC CAP
(PROTECT BOLTS THREAD)

® CS OR SS NUT (DAROMET
THICKNESS 8-10UM, HOT DIP
GALVANIZATION 30-40UM,
TEFLON COATING)

® CS OR SS WASHER (DAROMET
THICKNESS 8-10UM, HOT DIP
GALVANIZATION 30-40UM,
TEFLON COATING)

@ EPDM GASKET
ACCORDING

TO EN681-1, SBR,

NBR CAN BE APPLICABLE

©® MIDDLE SLEEVE DUCTILE
IRON OR CARBON STEEL

CS OR SS BOLTS
(DAROMET THICKNESS
8-10UM, HOT DIP
GALVANIZATION 30-40UM,

@ DUCTILE IRON END RINGS TEFLON COATING)
ACCORDING TO EN1563

— | B P
PRECAUTIONS
WHEN THE DIFFERENCE BETWEEN DIMENSIONS - TRANSITION COUPLING
A AND B IN THE ABOVE FIGURE IS LESS THAN 40MM,
STRAIGHT BOLTS CAN BE USED. WHEN THIS VALUE IS o MANGEACTURER
GREATER THAN OR EQUAL TO 40, CURVED BOLTS MUST BE USED. QINGDAO JUDBERD MACHINERY CO LTD
v scuie [seerzor
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