
PAGE 01

THIS STEP COUPLING CAN'T ACCOMMODATES TO HDPE PIPES, 

WITHOUT GRIP RINGS OR GRIP WEDGE TO AVOID PIPES MOVEMENT, 

IF YOU NEED RESTRAINED TYPE, 

PLEASE REFER TO OUR RESTRAINED STEP COUPLING.

PRECAUTIONS

QINGDAO JUDBERD MACHINERY CO LTD

WHATSAPP: 0086-15315522185  EMAIL: INFO@JUDBERD.COM

⑤ CENTER RING
CARBON STEEL

⑦ CS OR SS CARRIAGE BOLTS
(DAROMET THICKNESS 8-10UM,
HOT DIP GALVANIZATION 
30-40UM, TEFLON COATING) 

UNLESS DTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
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STEP COUPLING

MANUFACTURER
QINGDAO JUDBERD MACHINERY CO LTD

① PLASTIC CAP 
(PROTECT BOLTS THREAD) 

② CS OR SS NUT (DAROMET 
THICKNESS 8-10UM, HOT DIP 
GALVANIZATION 30-40UM, 
TEFLON COATING) 

③ EPDM GASKET ACCORDING 
TO EN681-1, SBR, NBR CAN BE 
APPLICABLE

⑥ DUCTILE IRON END RINGS 
ACCORDING TO EN1563

④ CS OR SS WASHER 
(DAROMET THICKNESS
8-10UM, HOT DIP 
GALVANIZATION 30-40UM,
TEFLON COATING)


